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Specifications  

Operating temperature 0°C - 45°C ML2G and 0˚C - 45˚C ML2PG  

Overall accuracy +/-2mm/10m   

Working range with optional sensor   up to 60m   

*Working range w/o sensor   up to 30m   

Levelling range   +/- 3.5°  

Tripod thread   5/8" & 1/4"   

Storage temperature   -20° to +50°   

Dimensions   12 x 6 x 12cm   

* Depending on room illumination   

The Metsys ML2PG Green Beam Pocket self-levelling Laser for indoor and with op-

tional receiver for outdoor use. 

This layout laser offering 2 green beams & points with a combination of up and 
down points from floor to ceiling, the horizontal line being a full 360° degrees con-
tinuous bright green line. 

Features & Benefits: 

Lightweight and easy to use 

Super bright diode 

Can be used outdoors 

Low battery alarm 

Levelling alarm 

Designed with durability in mind 

Water-resistant housing 

Over moulded rubber housing for protection   

   Metsys ML2PG Green Beam Line Point & Plumb Laser 
 
                   Professional Performance at an affordable price 

Proven Simplicity: 

Single button operation - 5 modes 

360° line only 

1x vertical line only 

360° & vertical line 

Plumb only (1x point up, 1x point down) 

360° vertical line (forming the cross laser lines) & plumb up/

down points 

Easy access battery compartment  


